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VAR
Fp : ARRAY[ 0..1 ] OF FILEP; (* File pointer *)
SMode : SetSMode; (* Set serial mode *)
SktLsn : SysSktListen; 
SktDone : BOOL; (* Socket done *)
SktConnect : BOOL; (* Socket connect *)
Dx : DataStreamExch; 
END_VAR
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(SFR054B220) Set the serial communication mode
ENCRYPTED CODE

VAR_INPUT
Fp : FILEP; 
Baudrate : UDINT; (* Baudrate *)
Parity : STRING[ 1 ]; (* Parity type *)
DataBits : USINT; (* Nr of data bits *)
StopBits : USINT; (* Nr of stop bits *)
DTRManagement : USINT; (* DTR management type *)
DTRComplement : BOOL; (* Complement the DTR signal *)
EchoFlush : BOOL; (* Flush the echo *)
DTROnTime : UINT; (* DTR On wait time *)
DTROffTime : UINT; (* DTR Off wait time *)
END_VAR

VAR_OUTPUT
Done : BOOL; (* Execution done *)
Fault : BOOL; (* Execution fault *)
END_VAR
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(SFR054B230) Exchanges data between two I/O streams
ENCRYPTED CODE

VAR_INPUT
Enable : BOOL; (* FB enable *)
FpA : FILEP; (* File pointer (Stream A) *)
FpB : FILEP; (* File pointer (Stream B) *)
DBSize : UDINT; (* Data buffer size *)
DDelay : UDINT; (* Data delay *)
END_VAR

VAR_OUTPUT
Enabled : BOOL; (* FB enabled *)
Fault : BOOL; (* FB fault *)
END_VAR
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